FILTRATION

Quick - Fit
advanced
drinking water
filtration systems
for residential and ~— optional

Font Available

commercial use | !

QUICK - FIT Multi-Stage Filtration

Superior filtration system designed to provide refreshing drinking water
of exceptional taste and quality.

Watermark Certified with NSF complaint media, resulting in advanced
filtration.

Filtration of Mains Water Supply

System designed to effectively reduce contaminants and undesirable
odours, while improving taste and quality.

Ideal for reducing risks from microorganisms such as Cryptosporidium

and Giardia cysts; while also removing suspended solids (rust, dirt,

sediment), organic matter, and some chemicals such as Chlorine. THREE STAGE FILTER
Quick Change Cartridge

Cleverly designed sanitary cartridge system

permits easy replacement. \

A quick and simple twist action for removal

and installation.

Stream Tap

A quality stylish Stream Tap is supplied for

complimenting the filtration. The tap can i
be fitted at a sink or on a font. This stylish ‘
tap has a ceramic disc for durability and for

longer life.

STREAM VENTED FAUCET
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Three Stage Filter

Stream Advanced 3 Stage Filtration System comprises of

a primary sediment pre-filter, then a secondary granular
activated carbon filter followed by a third stage fibre
impregnated carbon block filter. This greater filtration
capability and additional capacity enhances the quality and
taste of your drinking water.

MICRON 5

MAXIMUM FLOW <5Ipm

PRESSURE 50 to 860 kPa

TEMP RANGE 4 - 40 degrees C

SERVICE LIFE 6 to 12 Months

FILTER SYSTEM 320mm H x 265mm W x 80mm D
DIMENSIONS

REPLACEMENT Sediment SED-110

FILTER CARTRIDGE Granular Carbon GAC-110
PART #s Carbon CB-110

v Advanced Multi-Stage System

v  Long life higher capacity

v Drinking Water - Mains potable (cold)
v Quality chrome dispensing tap

v Ideal for under-bench location in the residential or commercial
arenas

Optional

v  Replacement Cartridges

AQUA-TECH

«C =<=—"——>> Working With Water

Aqua-Tech Drinking Water Solutions
ABN : 67 742 281 188 Tel : 07 3394 6555
E : sales@aqua-tech.net.au E: www : aqua-tech.net.au

Please note that Aqua-Tech reserves the right to change any information

contained in this document without prior notice. Ref: AB822019



